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AMMONIO CLORURO C/A 99%

Scheda Tecnica
Nome Commerciale

Codice Commerciale
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METODI D'ANALISI

Rainoldi s.r.l. 
Viale Dell'Industria, 15

21052 Busto Arsizio (Va)

Tel.: (0331) - 327311

Fax: (0331) - 351950

E-mail: info@rainoldi.it

Aspetto

Colore :

AZIENDA CON

SISTEMA DI GESTIONE QUALITA'

UNI EN ISO 9001:2008

CERTIFICATO DA CERTIQUALITY

Purity                        % min.99.5

Moisture                      % max.0.25

Heavy metals                  % max.0.0005

Loss on ignition              % max.0.40

pH value (200g/l at 25°C)     0.94.9

Iron                          % max.0.0007

SO4                           % max.0.02

Water Insoluble Matter        % max.0.02

Anti-caking agent (Sodium

Polyacrylate)                 % 0.015

NAME : Ammonium Chloride (treated)

Cas  : 12125-02-9

Shelf life : 2 years

USAGE : Mainly used in industry of dry cell,electroplating , dye and precis
ion casting , currieries, enchants , feed additive ect.

HANDLING , STORAGE AND TRANSPORTATION CONDITIONS :

Keep in a tightly closed container . Protect from physical damage. Store in

 a cool, dry , ventilated area away from sources of heat, moisture and inco

mpatibilities.
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I metodi d'analisi sono ottenibili su specifica richiesta al produttore/fornitore


